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P.C. MOUNTING

POS. 1 POS. 2 POS. 3

SWITCH FUNCTION

NONEON ON

2-3, 5-6,
8-9, 11-12 OPEN

2-1, 5-4,
8-7, 11-10
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12.70
[.500 in]

10.54
[.415 in]

5.08
[.200 in]

24.20
[.953 in]

21.59
[.850 in]

NOTE:
  1. ALL DIMENSIONS IN MM [INCH]
  2. GENERAL TOLERANCE: X.X=±0.4
                      X.XX=±0.25 
  3. TERMINAL NUMBERS FOR REF ONLY
  4. PLATING MATERIAL: GOLD
  5. RATING: 0.4 (VA) MAX. @20V MAX.
  6. ELECTRIC LIFE: 40,000 MAKE-AND-BREAK CYCLES 
                  at full load.
  7. INSULATION RESISTANCE: 1,000 MEGA-OHM MIN.
  8. DIELECTRIC STRENGTH: 1,000 V RMS @SEA LEVEL.
  9. OPERATING TEMP.: -30°C to 85°C
 10. HARDWARE TO BE SHIPPED BULK
                   T100000 - HEXNUT - QTY 2
                   T100011 - LOCKWASHER - QTY 1
                   T100015 - LOCKRING - QTY 1
 11.     DENOTES CRITICAL PARAMETER.
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CIRCUI: 4PDT
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5.72
[.225 in] FLAT

7.52
[.296 in]

.76
[.030 in]

4.70
[.185 in]

1.27
[.050 in]

4.83
[.190 in]

.51
[.020 in]

1.02
[.040 in]

n1.85
[.073 in]

4.83
[.190 in]

4.70
[.185 in]
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